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Link Rail offers designers a new way to achieve the flexibility, elegance and
creative freedom of custom site furnishings with the clarity and simplicity
of a standardized modular solution. Designed in collaboration with Jess
Sorel of sorelstudio, Link Rail extends the acclaimed Link design language
into standing-height surfaces and space definition elements that welcome
leaning, perching and causal gathering. Available in slim leaning rails

or wider bar tops with inline or piano-key wood orientations, Link Rail
supports straight, mitered, arced, circular and serpentine configurations.
Optional backstops, integrated lllumination & Power Kits and discreet
under-rail bag hooks enhance comfort, ambiance and utility, enabling Link
Rail to adapt seamlessly to the scale, function and character of virtually
any outdoor site.

Rail System

Link Rail is a modular rail system with the ability to fit multiple
applications.

Rails are available in straight, miter, 96” radius, or 140” radius styles.
Compatible rails can be connected to make a straight or serpentine
runs, fit in a corner, and/or make a complete circle.

Rails leverage a connection bracket to adjoin the rail units.

Rail tops are available in a slim leaning rail profile or a wider bar top
surface.

Rail top slats are comprised of wood and available in inline and piano
key style.

Inline rails are available straight, left or right miter.

Piano key rails are available straight, in a 96” radius, or a 140” radius.
Optional backstops are available for all styles, including inside and
outside location specifications.

(2) Bag hooks come standard on all rail units.

Metal supports are finished with powdercoat and come standard
surface mounted.

Optional lllumination and Power Kit available to specify on all rail units
that is powered by a driver (see technical information on page 3)

A single driver can power up to (5) Link rails that are connected
together.

Each single rail unit contains (4) mounting locations underneath the rail
top for the lllumination and Power Kit elements. These elements are
installed in the field to ensure the desired orientation for those items is
correct.

Rails do not ship fully assembled.
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Leaning Rails

Inline Leaning Rail, 5 » »”
% Straight 9.25 72 42 142 Ibs.
Inline Leaning Rail, ” ,, »
% Straight Backstop 9.52 72 4313 157 Ibs.
Inline Leaning Rail, 45deg, 5 " ”
% Loft End Miter 9.25 71 42 137 Ibs.
Inline Leaning Rail, 45deg,
Left End Miter, Short Side 9.5” 7" 43.25” 150 Ibs.
Backstop
Inline Leaning Rail, 45deg,
Left End Miter, Long Side 9.25” " 43.25” 152 Ibs.
Backstop
Inline Leaning Rail, 45deg, 5 N ”
% Right End Miter 9.25 ! 42 137 lbs.
Inline Leaning Rail, 45deg,
Right End Miter, Short Side 9.5” " 43.25” 150 Ibs.
Backstop
Inline Leaning Rail, 45deg,
Right End Miter, Long Side 9.25” " 43.25” 152 Ibs.
Backstop
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Leaning Rails (cont.)

Bar Top Rails

Piano Kg{r';%ah’}ing Rail, 9.25” 727 427 150 Ibs. % Inline Bar Rail, Straight 18.75” 727 427 185 Ibs.
Piano Key Leaning Rail, » " \ Inline Bar Rail, Straight, " " "
% Shaight, Backewon 95 72 43.25 165 Ibs. % Bnaiaton 19 72 4325" | 201 Ibs.

Piano Key Leaning Rail, " " " Inline Bar Rail, 45deg, » " "
% 96in Radius 9.25 76.75 42 155 Ibs. % Left End Miter 18.75 75.75 42 178 Ibs.
" . . Inline Bar Rail, 45deg,
Piano Key Leaning Rail, » » » g 4 » B ”
% 96in Radius, Inside Backstop 9.5 76.75 43.25 169 Ibs. % Left EndBl\g(I;cz,tg:on Side 19 75.75 43.25 191 lbs.
Piano Key Leaning Rail, Inline Bar Rail, 45deg,
96in Radius, Outside 9.5” 76.75” 43.25” 171 lbs. Left End Miter, Long Side 19” 75.75" 43.25” 194 lbs.
Backstop Backstop

Piano Key Leaning Rail, ) " » Inline Bar Rail, 45deg, Right ” " »”
% 140in Radius 9.25 75 42 152 Ibs. % End Miter 18.75 75.75 42 178 Ibs.
Piano Key Leaning Rail, Inline Bar Rail, 45deg,
140in Radius, Inside 9.5” 75" 43.25” 167 lbs. Right End Miter, Short Side 19” 75.75" 43.25” 191 Ibs.
Backstop Backstop
Piano Key Leaning Rail, Inline Bar Rail, 45deg,
140in Radius, Outside 9.5” 75" 43.25” 168 Ibs. Right End Miter, Long Side 19” 75.75" 43.25” 194 Ibs.
Backstop Backstop

N
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Piano Key Bar Rail, Straight

18.75”

707

427

200 Ibs.

/4

Piano Key Bar Rail, Straight,
Backstop

19"

707

43.25”

215 Ibs.

Piano Key Bar Rail, 96in

Radius, Outside Backstop

% y Dar F 18.75” 80.5” 42 204 Ibs.
Piano Key Bar Rail, 96in » " »

% R, acids Backstop 19 80.5 43.25 218 Ibs.

% Piano Key Bar Rail, 96in - 0.5 43.25" | 2211bs.

Piano Key Bar Rail, 140in

Radius, Outside Backstop

% Radius 18.75” 77 427 201 lbs.
Piano Key Bar Rail, 140in » » »

% Radius, Inside Backstop 19 77 43.25 214 lbs.

% Piano Key Bar Rail, 140in 19" 777 43.05" 216 Ibs.
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lllumination and Power Kit
e Optional illumination and/or power are available with Link Rail.

* Power
o A power garage can be added to the left, right, or both ends of the rail

o Each outlet is a UL listed 20A GFCI receptacle with 1x USB C and 1x

USB A port.
o Power garages are offered in bronze, gray and white. Garage color is

determined by support powdercoat color.

e |llumination
o LED Lighting is installed in the middle of the rail.
0 2.0 W/t
o 3000K temperature
o Translucent lens
o Power converting UL listed IP66 rated driver provided
- 120-277VAC Input, 24VDC Output
- 0-10VDC or phase control for dimming (down to 0.1%)

o LED lights remain constantly lit.

Finishes

e Exterior woods are unfinished and will weather to a soft pewter gray,
requiring no future maintenance.

e All metal is finished with Landscape Forms' proprietary Pangard II®
polyester powdercoat, a hard yet flexible finish that resists rusting,
chipping, peeling and fading.

To Specify

¢ Specify Link Rail, rail style (leaning or bar) and wood infill (inline or
piano key). If multiple units are specified for a modular configuration,
select the number of rail segments to be connected together. Select
optional backstop and lllumination and Power Kit. If backstop is
specified, choose an inside or outside location, if applicable. If the
lllumination and Power Kit is specified, choose kit option (Power;
Lighting). All rails come standard with (2) bag hooks. Choose
powdercoat color and wood type. Rails come standard surface
mounted and do not ship fully assembled

Designed by Jess Sorel, sorelstudio

Click here for patent information related to this product.
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Power Garage

lllumination

Visit landscapeforms.com for more information. Specifications are
subject to change without notice. Landscape Forms supports the
Landscape Architecture Foundation at the Second Century level.
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